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AL JAZEERA STEEL PRODUCTS CO SAOGIssued to:

PO BOX 40
SOHAR INDUSTRIAL ESTATE
SULTANATE OF OMAN
327 OMAN

LEAD CONTENT VERIFICATION OF PRODUCTS IN 
CONTACT WITH POTABLE WATER

This is to certify that
representative samples of

“USC, CNC” Galvanised Steel Pipes, size range ½” to 8”

Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate.

Standard(s) for Safety: NSF 372 - DRINKING WATER SYSTEM COMPONENTS -
LEAD CONTENT

Additional Information: See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Classification Mark for the U.S. and Canada should be considered as being 
covered by UL's Classification and Follow-Up Service and meeting the appropriate U.S. and Canadian 
requirements.

The UL Classification Mark includes: the UL in a circle symbol:  with the word “CLASSIFIED” (as 
shown); a control number (may be alphanumeric) assigned by UL; a statement to indicate the extent 
of UL’s evaluation of the product; and the product category name (product identity) as indicated in 
the appropriate UL Directory.  The UL Classification Mark for Canada includes: the UL Classification 
Mark for Canada:  with the word “CLASSIFIED” (as shown); a control number (may be 
alphanumeric) assigned by UL; a statement to indicate the extent of UL’s evaluation of the product; 
and the product category name (product identity) in English, French, or English/French as indicated 
in the appropriate UL Directory.

Look for the UL Classification Mark on the product.
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